] v NDT & Inspection v Mechanical testing

/ TS v/ Hydrostatic testing v Metallurgical services
v rgical Testing Ser;v_mos

v Weld qualification ~ v" Chemical analysis & PMI

Laboratories for Materials Advanced Testing Services v Concrete testing v’ Pressure plant inspection
LMATS Pty Ltd Ph: (08) 9418 6380 Fax: (03) 8456 6099
3/52 Cocos Drive BIBRA LAKE WA 6163 Email: mtsmetallurgy @imats.com.au

REQUEST FOR ON-SITE TESTING

Company: Test Site Details (same as company details E)
Address: Address:
Contact: Contact:
Phone: Phone:
Email: Email:
Order No. : Datef.“”‘?

Required:

TESTING REQUIRED

[ ] OES Analysis [ ] Surface Roughness
[ 1 XRF Analysis [] Surface Coating Thickness
[] Rebound Hardness Testing [ ] Replica Metallography
[ ] Ferrite Content [ ] Other:

Description of Test Pieces / Test Regime (attach separate document if required):
(Include material type, size, weld configuration, requirements efc)

TEST SITE RESTRICTIONS

PPE Required

Transport Restrictions
(personnel and equipment)

Surface Preparation

Restrictions
(Etchants, surface marking etc.)

Equipment restrictions
(power availability, power tools,
ignition sources elc.)

Induction Requirements

Note: If in doubt regarding the above restrictions, please contact LMATS

Form M4.4 LMATS Test Request (On-site)
LMATS Pty Ltd O Melbourne ® 03 9399 8145 6 Techno Park Drive, Williamstown, VIC - 3016
ABN: 41 107 100 925 O Sydney 2 029648 1989 1C/137 Silverwater Road, Silverwater, NSW — 2128
www.Imats.com.au [ Brisbane = 07 3875 2070 14/121 Kerry Road, Archerfield, QLD - 4108

admin@Imats.com.au O Albury ® 02 9648 1989 4/10-12 High Street, Wodonga VIC 3690
O Newcastle 2 029648 1989 Bruce Cr, Wallarah , NSW 2259
O Perth = 089200 2231 5/156 Bannister Road Canning Vale WA 6155
Perth - MTS = 08 9418 6380 3/52 Cocos Drive Bibra Lake WA 6163
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